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This new plug from DENSO uses the worldÕs smallest
center electrode *1, a ultra-fine 0.4mm dia. iridium

alloy electrode that provides high performance. In addition,
the plug has a platinum on the ground electrode,

ensuring the long life of a platinum plug.

Ultra-fine 0.4mm dia. iridium 
electrode

Use of a Òiridium alloyÓ that has a high melting 
point has enabled miniaturization of the center 
electrode.  Required voltage has been lowered 
and ignitability improved.

Bright nickel plating, as used in 
racing car spark plugs, is used in 
the housing to give the plug high 
resistance against corrosion.

Platinum taken from proven platinum plug 
technology has been added to the ground 
electrode. The long life of a platinum plug is 
assured by greatly reducing electrode wear.

The resistor specification is similar to all types. 
However, a high reliability monolithic resistor is 
built in. This shuts out noise to all other 
electrical equipment.

The union of the iridium 
is made highly reliable 
by Ò360�Ã laser weldingÓ, 
preventing failure in 
even the severe 
conditions.

Highly corrosion-resistant 
bright nickel plating

*1: As of Aug. 2005, this excludes flush type electrodes that do not protrude from the insulator.

Platinum ground electrode

360�Ã laser welding

Built-in high reliability resistor

What type of spark plug is the
                                   ?


